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CHAPTER 1

CONFIGURATION OF WIRELESS NETWORK CONNECTION

1. Setting the Computer Wireless Network IP address

To set the computer wireless network to obtain an IP address automatically.

a. Access the "Wireless Network Connection" properties in the "Network

Connections" applet in the Windows Control Panel.

*s Netwark Connections

File Edit View Favorites Tools Advanced Help

Qe - @ - ¥ | Osewch [ rocers | [T~

EE
I

Addr=ss @Y Network Connections

v B

4| Internet Gateway

-
.E; ! Internet Connection

LAN or H_ig_ll—SP_eed Internet

& viware Network Adapter
VMnet8

‘—Er_‘n Connecte: lled

@—r& Local Area Connection
Cor

T, ==

Create anew
connection
) Setup a home or small
= offc work

| Disable this natwork
ievice

"\ Repair this connection

®f} Rename this cornection

View status of this
connection

Change settings of this
connection

Other Places

3 Control Panel
&3 My Network Places
) My Documents
i My Computer

ontre... T i, Connected, Fire-

ireless Network Connection]g
Disable
View Available Wireless Networks
Status

Repair

il G}

A yMnare Networ|
WMnetl
Sridge Connections

Create Shortout

Rename

EEC—

j Wiew or change settings for this connection, such as adapter, protocol, or modem configuration settings.

b. In the "Internet Protocol (TCP/IP) properties", you need to select "Obtain an IP

address automatically".

- Wireless Network Connection Properties

PIX

General |‘."a'ireless Networks || Advanc:ed|

Connect using:

| B Wieless N Adapter

|

This connection uses the following items:
.Q File and Printer Sharing for Microsoft Networks ~

QQDS Packet Scheduler
¥ Intemet Protocol (TCP/IP)

4 | =

Install... Uninsta

Description

Transmission Control Protocol/Intemet Protocal. The default
wide area network protocol that provides communication
across diverse interconnected networkcs.

Properties

Show icon in notification area when connected
Maotify me when this connection has limited or no connectivity

Internet Protocol (TCP/IP) Properties

General | Atemate Configuration |

You can get |P settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator for
the appropriate IP settings.

Iy

]
]
]

(®) Obtain DNS server address automatically

(O Use the following IP address:

(O Usz the following DNS server addresses:

]
]

OK ] [ Cancel

[ oK H Cancel ]

REV. 1.0




P10-USL SERIES WIFI USER MANUAL

2. Connect to Printer Wireless Network (AP MODE)

Search the Wireless network. Choose “printer” and click “Connect” to connect the
computer to printer wireless network.

1" Wireless Network Connection

Network Tasks Choose a wireless network

g Refresh network list Click an item in the list below to connect to a wireless network in range or to get more

information.

Bprinter

<D Setupawireless network
for a home ar small office

Related Tasks

4 Learn about wireless

networking
gfg Chafl;ge 31& onfler of (‘ )J TP-LINK
preferred networks i
@ Change advancad *r) Security-enabled wireless network (WPAZ) II[I[I[I
settings @) TP-LINK_GP
i *r) Security-enabled wireless network (WPAZ) III!!

Connect

Successfully connected.

15" Wireless Network Connection

X]
Network Tasks Choose a wireless network
g Refresh network list Click an item in the list below to connect to a wireless network in range or to get mare
information.
;’g Set up a wireless network (‘ }) printer Connected i‘i’
for a home or small office i
Unsecured wireless network III!I
Related Tasks ({i)) AL
\:l.') Learn about wireless *;) Security-enabled wireless network (WPAZ) Illl[l
networking (g TPLmKGP
?:? Change the order of i . l
preferred networks "_r)_ Security-enabled wireless network (WPAZ) III!

¢ Change advanced
settings

il

o
Ir_\
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CHAPTER 2
INSTALLING WINDOWS DRIVER AND SETUP ETHERNET PORT

1. Run the Windows driver installer in the CD-ROM.

i';.z! Setup — Printer Driver ¥1.2 |:| |z|

Welcome to the Printer Driver
V1.2 Setup Wizard
This will install Printer Driver 1.2 on wour computer,

It is recommended that vou close all other applications befare
conkinuing.

Click Mext bo conkinue, or Cancel bo exit Setup,

[ Mext= | [ Cancel

2. Select the correct OS and click Next.

iﬁ;,ﬁ_pt_@ — Printer Driver V1.2

Install | i
Wl Select 05 (x86/x64) X
=

Fini Select O3

 Windows zoog ¢ N ™ Windows 2003

(i I

" Windews Vista ( Windows T " Yindows &

Hext > Exit

This Driver is suitable for Windows x56 and =64 05.

Cancel

3. Choose the printer model in the list and click Next to continue.
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e Detail Setting (xB6/x64) X

Install Module [SRiagles

Printer Setting
[ Set Default Frinter

Printer Name |[P10-USL

< Back Hext > Exit

Thiz Driver 1= snitable for Windows =86 and xB4 05
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4. Create a new Ethernet port by clicking “Create Port”.

Select Port §|

Specify Port

A port 1=z used to conmect a printer to the computer.

Specify the port that wou are using If you are commecting using TCF/IF or
another port type not listed below, creat a new port.

Fort Tvpe | -~
Microsoft Document Im... Loeal Fort
COMZ: Local Fort
CoM4: Loeal Fort
FILE: Local Fort
LFTZ: Local Fort
LPT3: Loeal Fort
KFSFort: Local Fort

COM3: Local Fort b

Create Port. .. | Configure Port. .. |

< Back | Insztall | Cancel |

5. Select “Standard TCP/IP Port” in the list and click “New sPort” button.

Available Port Type |

dard TCE/TF Fort
Microzoft Document Imaging Writer Monitor
Local Fort
HPF Standard TCE/IF Fort
HP Fax Port
EPSOH 5D Printer Port
Adobe FIF FPort Monitor

Hew FPort. .. Close

6. Add Standard TCP/IP Printer Port Wizard.

Add Standard TCP/IP Printer Port Wizard X

Welcome to the Add Standard
TCP/IP Printer Port Wizard

V'ou uze thiz wizard to add a port far a netwaork. printer.
Befare continuing be sure that:

1. The device iz tumed on.
2. The network iz connected and canfigured.

To continue, click Mest.

[ Mest> |[ Cancel
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7. Enter the printer IP address into “Printer Name or IP Address” entry. The WIFI printer’s
default IP address is 192.168.0.1.

Add Standard TCP/IP Printer Port Wizard

Add Port
For which device do you want to add a port?

Erter the Printer Mame or IP address, and a port name for the desired device.

Printer Mame or IP Address: |152-153-:-1| |

Port Name: |IP_152.1EE.3.1 |

< Back ” Meodt ][ Cancel

8. Choose Standard “Generic Network Card” as device type.

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required
The device could not be identified.

The device iz not found on the network, Be sure that:

1. The device is turned on.

2. The network iz conhected.

3. The device iz properly configured,

4. The address on the previous page is cormect.

If you think the address is not carrect, click Back to return to the previous page. Then cormrect
the address and perform another search on the network, [F you are sure the address iz comect,
zelect the device twpe below,

Device Tupe
(%) Standard

(") Custam

< Back ” MHeut » ][ Cancel
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9. Click “Finish” button to complete the new Ethernet port creation.

Add Standard TCP/IP Printer Port Wizard

Completing the Add Standard
TCP/IP Printer Port Wizard

You have selected a port with the following characteristics.

SNMP: MNo

Protocal: RAW, Port 5100
Device: 152.168.0.1
Port Name: IP_152.168.01

Adapter Type: Generic Metwork Card

To complete this wizard, click Finish.

< Back “

Firish | [ Cancel

10. Select the Ethernet port in the list and click “Install” to install the Windows driver for the

printer.

Select Port (xB6/x64)

3

Specify Fort
& port iz used to connect a printer to the computer.
Specify the port that wou are using If you are comnecting using TCE/IF or
another port type not listed below, creat a new port.
Fort Type | A
USEOO4 Virtual printer port for USH
USEOO3 Virtual printer port for USH
USEOOZ Virtual printer port for USH
USEOO1 Virtual printer port for USH
IF_19Z. 16&. 123. 100 Standard TCF/IF Fort
IF 192 165.0.1 Standard TCF/IF Fort
Microzoft Document Im... Local Fort
FILE: Local Fort
LFT1: Local Fort A
Create Port. .. | Configure Fort. .. |
<Back | Imstall | caneal |
Thiz Driver iz suitable for Windows x86 and xB4 0S5

11. Installation of the Windows driver completed.
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#- Detail Setting (x86/x64)

Install Module[P10-USL ]|

Printer Setting
W Set Default Frinter

Printer Wame |PLO-USL
J ' : Completed!

< Baclk Hext > Exit

This Driver 1s suitable for Windows x86 and xB4 05
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12. Print a test page to check if the printer driver is installed successfully.

£ P10-USL Properties

General | Sharing || Partz || Advanced || Security || Device Setting$|

I Atest page iz now being zent to the printer. Depending on the
gpeed of vour printer, it may take a minute or bwo before the page

Ly iz printed. :I
Cd  The test page briefly demonstrates the printer's ability to print
graphics and text, and it provides technical information about the
prifiter driver.
|

If the test page printed, click OF.
[f the test page did not print, chck Troubleshoat,

[ 1]8 | [ Troubleshont...

Speed: Unknown

b awimunn resalution: 203 dpi

[F'r_inting F'referenu:es...] [ Print T ezt Page

[ ] H Cancel ] Apply
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CHAPTER 3

CONFIGURATION OF PRINTER WIRELESS INTERFACE

1. Login to Printer Wireless Interface Web Configuration

Using a web browser (for example, Internet Explorer) to log in the printer wireless
interface web configuration by entering the printer IP address directly into the address
bar of the browser.

The default printer IP address is 192.168.0.1, user name is “admin000” and password is
“password”. After login, the interface version page will be shown.

/= BU1B05GU - Windows Internet Explorer [=0(E3]

e |g, 192.168.0.1 V| ||+ |-'] |P -

3

i Favorites | @ BU180SGU & B ] gm v Page - Safety~ Toos - @-

BU1805GU
Setup Menu Version
Version Firmware Version:4.3.1
Serial Communication Svstem Version:4.3.1
Wireless Config MAC Address : 00.1d. 12
WPS
ICP1P
Svstem
Status

Access Point Mode

Dane & & Internet 43 v H100% -
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2. Serial Communication Setting

If you change the serial port baud rate in this page, you need to adjust the printer DIP

switch accordingly.

£~ BU180S5GU - Windows Internet Explorer

G-

|é‘ 192.168.0.1

V|@‘fx

T Favorites | @ g180560

£ - B - [ o - Page- Safety~ Took~+ (@~

BU1805GU
Setup Menu
Version Serial port Setup
Serial Communication Baud Rate
Wireless Config Data Bit
WPS :
— Parity
ICPIP
System Stop Bit
Status Flow Control

Startup Timeout(1 to 60sec)

Access Point Mode Inter-character Delay

Terminal Mode Setup
Number of Delimiter(byte)
Delimiter 1st Byte(HEX)
Delimiter 2nd Byte(HEX)
Delimiters for UDP Receive
Send Interval(10 to 3000msec)
Send Buffer Size(] to 1460bvte)

Serial Communication

=
v

3

<

Mot Add |+

Done

& @ mnternet d3 v BI0% <

3. Wireless Config

In this page, you can change the wireless interface settings, such as Signal Channel, SSID,
Connection Password (WEP/WPA/WPA2), and etc.

£~ BU180S5GU - Windows Internet Explorer

G-

|é‘ 192.168.0.1

DIENEES

T Favorites | @ g180560

£ - B - [ o - Page- Safety~ Took~+ (@~

BU1805GU
Setup Menu
Version Communication Type
Serial Commmmnication Channel
Wireless Config .
WPS =D
TCP/IP Security
Svstem WEP Key(HEX:10/26 characters)

The maxinmmm channel to be used
Access Point Mode

|~

WPAWPAZ Pre-Shared Kev(8 to 64 characters) ‘00000000

Wireless Config

Infrastructure |+

11 %

‘F’rimer
0000000000 |

11 v

| ®

Done

& @ mnternet d3 v BI0% <
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4. TCP/IP

You can adjust the default network settings in this page, such as DHCP mode, IP address,
Subnet mask, Gateway address, etc.

= BU1805GU - Windows Internet Explorer

@;v |g, 192, 168.0.1 V| || 4| X ﬁ
i Fevorites | @isu15056U M- B (= dm - Pager Safetyr Toos+ @-
)
BU1S05GU Tcpap
Setup Menu
Network Setup
Version DHCP
Serial Communication IP Address 192.168.0.1
Wireless Config
WPS Subnet Mask 255.255.255.0
TCP/IP Gateway Address
Seten DNS Addess
Status
DHCP Server Setup
Access Point Mode Start IP Address 192.168.0.10
Number of distribution
The unit of Lease time
Lease tme
Terminal Mode Setup
Protocol TCP(Server) »
Port Number 9100
Remote [P Address 1192.166.0.2 .
Remote Port Number
v
Done & & Internet 43 - B0% <

5. System

After adjusting the interface settings, you need to go to “System” page to save the
changes. Select “Yes” in Save column, and click “Apply” to execute, and restart the

printer to take effect.

= BU1805GU - Windows Internet Explorer

G-

192.168.0.1

(&[4[ =] 43

|2

Wireless Config
WPS

ICPIP

Status

Serial Communication

Access Point Mode

Change Password
New Password

New Password(Confirmation)

Management
Restore Default

Save

Target
Reboot

i Fevorites | (@la118056U M- B (= dm - Pager Safetyr Toos+ @-
BU1805GU
Setup Menu System
Version Password

Dane

& & nternet

-

H100% v
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CHAPTER 4

CONNECT THE PRINTER TO A ROUTER (STATION MODE)

By default, the WIFI interface is in AP mode. If you need to connect the printer to current
wireless network (such as an existing router network), you need to change the printer to
STATION mode.

For example, the router network info is as following,

ROUTER SSID: TP-LINK
ROUTER IP ADDRESS: 192.168.123.1
WIFI PASSWORD: 12345678

1. Connect the computer to printer WIFI network. Login the printer wireless interface web
configuration (printer default IP address is 192.168.0.1). Refer Chapter 3.

2. In “Wireless Config” page, set the printer wireless parameters according to the router’s,
as following,

SSID: TP-LINK
Security: WPA/WPA2(MIXED)
WPA/WPA?2 Pre-Shared Key: 12345678

£~ BU1B05GL - Windows Internet Explorer

@n - & 192.168.0.1 ~] (&[4 x| 43 |[2]-
i Favorites == v._@smsuseu x .@Intemet Explorer c... | @& Internet Explorer c... L - B 7| gmh - Page~ Safety~ Toois~ @~ »
BU1805GU
Setup Menu Wireless Config
Version Communication Type
Serial Communication Chamnel
Wireless Config -
Wps SSID [TP-LnK |
TCPIP Security WPAMWPAZ(MIXED) +
Svstem WEP Key(HEX:10/26 characters) [0000000000 |
Stanu
WPA'WPAZ Pre-Shared Kev(8 to 64 characters) |123456?8|
The maximum channel to be used
Access Point Mode
Apply
< »
Dane & @ Internet va v ok -
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3. In “TCP/IP” page, input the related IP address accordingly,

IP Address: 192.168.123.100

Subnet Mask: 255.255.255.0
Gateway Address: 192.168.123.1
DNS Address: 192.168.123.1
Start IP address: 192.168.123.10

Other items keep still. Click “Apply” to continue.

(Printer IP address, same IP range as router’s)

ff BU1805GU - Windows Internet Explorer

;.v |g 192,168.0.1 "l B 4] % |"‘ | 2l
i Favorites | @ sU18056U P Fi - B O & - Page~ Safetyr Tok - @+
2
BU1805GU TCPIP
Setup Menu
Network Setup
Version DHCP
Serial Communication P Address
Wireless Config
TCP1IP Gateway Address
System DNS Address 192.168.123.1
Status
DHCP Server Setup
Access Point Made Start [P Address
Number of distribution
The unit of Lease time
Terminal Mode Setup
Protocol TCP(Semer) ¥
Por Nunber
Remote IP Address (192168123 2 L
Remote Port Number
v
Done & @ Internet Sp - W00% -

4. In “System” page, select “Yes” in Save, and then apply.

{2 BU1805GU - Windows Internet Explorer SEX
(A |g 192.168.0.1 v| m|[%][% |.." |p -
Vs Favorites | @5U15056U i M v B - O @b v page~ Safety- Took- @-
BU1805GU
Setup Menu System
Version Password

Serial Communication
Wireless Config

Change Password

New Password

Mo «
TCPIP New Password(Confirmation) l:l
Svstem
Management
Status
Restore Default
Save Yes ¥
Access Point Mode
Target res
Reboat No
Apply
Done & @ Internet da v W0% -
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5. Turn off the printer, and disassemble the WIFI interface card.

T

6. Unplug the jumper from J2, and then install the interface back to printer.
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7. Turn on the printer. The printer’s “ERROR” and “PAPER” LED will blink, while searching
the wireless network.

8. After connecting to the preset router, the red LED lights are off. The printer is connecting
to the router successfully.
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9. You need to change/add a printer port in the printer Driver Properties. Add a new TCP/IP
port with the new printer IP address 192.168.123.100 in Ports.

& P10-USL Properties

| General | Sharing| Parts |.-’-'-.u:|vanu:eu:| | Security | Device Seftings |
@
:f"\'h'a P10-SL
Print to the following port[z). Documents will print bo the first free
checked port,
Fort Dezcription Frirker .
Ll COMZ: Serial Port
O COM3: Serial Port
O com4: Serial Port
Ol FILE:  Print to File
O IP_1... Standard TCPAP Port
Standard TCR/IF Port P10-USL
U FPP4: pdfF actan Pro pdtF actan b
[ Add Port... ] [ Delete Part ] [ Configure Part...
Enable bidirectional support
[ ] Enable printer pooling
[ (] l [ Cancel Apply

10. If you need to change the printer IP address to a different one, you can login to the
printer web configuration to adjust. Refer Chapter 3.

/= BU1805GU - Windaws Internet Explorer

S.v el 192. 158, 123, 100 MIEIESENE ] |[2]~
{_?Favonbes {éamsgsgu ﬁ - B - | ﬂéu v Page ~ Safety - Taols ~ @-
BU1805GU
Setup Menu TCPIP
Version Network Setup
Scrial Commurication DHCP
Wireless Config IP Address 192.168.123.100
WPS Subnet Mask
TCP D ubnet Mas 255255 2550
Svstem Gateway Address 192.168.123.1
Scan DNS Address 1921651231456
Station Mode Terminal Mode Setup
Protacol TCP{Semer) ¥
Por Nomber
Remote IP Address [192.188. 123 2
Remote Port Number
Apply
Done @ Internet Sp - W00% -
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